
Steel Tapered Columns and Accessories

96633562 ADAPTOR FOR ALL TAP COL 76MM-60MM*
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Steel Tapered Columns and Accessories

Post top adaptor to fit on Ø76mm top spigot to reduce to 
Ø60mm spigot.

Weight: 1 kg (approx)

This adaptor is suitable for use with the following columns:

96632723 : 3m tapered column, root mounted, Ø76mm top 
spigot
96632724 : 3m tapered column, flange mounted, Ø76mm 
top spigot
96632703 : 4m tapered column, root mounted, Ø76mm top 
spigot
96632704 : 4m tapered column, flange mounted, Ø76mm 
top spigot
96632705 : 5m tapered column, root mounted, Ø76mm top 
spigot
96632706 : 5m tapered column, flange mounted, Ø76mm 
top spigot
96632707 : 6m tapered column, root mounted, Ø76mm top 
spigot
96632708 : 6m tapered column, flange mounted, Ø76mm 
top spigot
96632709 : 8m tapered column, root mounted, Ø76mm top 
spigot
96632710 : 8m tapered column, flange mounted, Ø76mm 
top spigot
96632711 : 10m tapered column, root mounted, Ø76mm 
top spigot
96632712 : 10m tapered column, flange mounted, Ø76mm 
top spigot
96632713 : 12m tapered column, root mounted, Ø76mm 
top spigot
96632714 : 12m tapered column, flange mounted, Ø76mm 
top spigot

Please note : Delivery charges will apply to this item.
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All values marked with an * are rated values. Unless stated otherwise, the values apply to an ambient temperature of 25°C.


